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EX-STOCK IN 
                       SOUTH AFRICA !

100% GORE® GFO® PACKING 
THE COMPRESSION PACKING 
GF7700 FOR PUMPS AND MIXERS 
IS MADE WITH GORE® GFO®. PTFE 
AND GRAPHITE TOGETHER: THE 
GRAPHITE IS ENCAPSULATED 
IN THE EXPANDED PTFE. THE 
GORE® GFO® PACKING IS SOFT 
BUT POWERFUL, ELASTIC BUT 
RESISTANT, EASY TO CUT AND 
PUT IN PLACE...



WELCOME TO OUR SEALING WORLD
Carrara S.p.a. was the first Italian Seal Maker of flexible 
graphite Sigraflex® formed rings which built in house a 
laboratory for Helium test, to study and improve their 
knowledge about the fugitive emissions. The Low Emission 
product range today offers 5 approved stem packings which 
cover all international standard.

Equipped with the special wiper rings GR80SGR and the 
formed expanded graphite Sigraflex®, Controller One 
Evolution can work easily with all industrial fluids in high 
pressure and temperature services, according to the EN 
14772 - section 6.7 weight loss requirements. Controller One 
Evolution is the Cup & Cone stem packing, Low Emissions 
VDI2440 approved, that offers great resistance and reliability 
for long time, thanks to the special configuration that 
preserves the packing from the aging and guarantees the 
recovery.

Equipped with the special packing GR80SGR and the flexible 
expanded graphite Sigraflex® formed Rings, Controller 
2 Evolution offers a great recovery combined with a very 
high aging resistance. Controller 2 Evolution it’s the stem 
packing TA LUFT VDI2440 Low Emissions approved which 
can work easily with all industrial fluids in high pressure and 
temperature services, according to the EN 14772 - Section 6.7 
weight loss requirements.

API std 622 3rd Edition packing approved.PGT3 GR8622 it’s a 
special 5 formed rings sealing flexible graphite APX packing. 
The yarns guarantee a very low weight loss (according to EN 
14772, section 6.7) and great sliding properties. PGT3 GR8622 
guarantees for long time great recovery and do not need 
retightening.

API std 622 3rd Edition and ISO 15848 BH C02 approved.
packing. PGT4 GR8622 it’s a special valve stem graphite 
sealing set composed by die-formed flexible graphite and 
wiper braided rings style GR8622. PGT4 GR8622, which meets 
the Low Emission requirements, guarantees long life service.
TA LUFT VDI 2440 approved.

Controller 3 Evolution it’s a special valve graphite packing 
composed by formed braided rings. The braided packing 
is manufactured with flexible graphite Sigraflex® strands 
impregnated one by one with a special compound of colloidal 
graphite, reach of passive inhibitor of corrosion and solid 
lubricants (suitable also in Dry style for Oxygen use). This 
packing guarantees a very low weight loss (requirement EN 
14772, section 6.7) and great sliding property. Controller 
3, that meets the Low Emission VDI 2440 requirements, is 
able to preserve for a long time the recovery and the sealing 
performance without retightening.
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